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COLD 
POWER WASHER: PORTABLE, GASOLINE POWERED, COLD WATE R 

The CP Pro Line® Series  is the versatile, value conscious choice in heavy-duty cold-water pressure washers. Stainless 
Steel construction of the base plate and frame offers lifetime corrosion resistance. The CP Pro Line is perfect for jobs 
requiring high pressure and high mobility: On-site equipment cleaning and auto detailing, graffiti removal, paint 
preparation, moss and mildew removal from sidewalks and decks, wet sandblasting and more. The CP Pro Line is an 
excellent tool for the professional looking to ‘clean-up’. 

TECHNICAL DATA CP35005VH CP40004VG CP40004VC 
OPERATING PRESSURE  3500psi 4000psi 4000psi 
DISCHARGE CAPACITY  4.5gpm 4gpm 4gpm 
ENGINE 14hp Vanguard Twin Cylinder, OHV, Pressure Lubrication, Oil Filter 
PUMP AR Pump Gear Belt drive General Direct drive Cat 6DX Direct drive 
PRESSURE UNLOADER Adjustable w/Easy Start System - Panel Mounted, Safety Pressure Relief Valve 
HIGH PRESSURE HOSE 3/8 x 50’ Steel Wire Braided Hose 4000psi Rated – with Twist Couplers 
GUN / WAND Trigger Shutoff Gun With 48” Wand 
NOZZLE #4.5 – 0°,15°,40° #4.0 - 0°,15°,40° 
CONSTRUCTION Stainless Steel Frame, Double Lift Handles, Overhead Lift Slot 
NET WEIGHT / DIMENSIONS 165#, 20 ½” x 40” x 23 ½”  (221# - 28 ½” x 40” x 28“ with wheel kit) 
*Specifications subject to change without notification and may vary due to ambient conditions. 
 
 
Featuring: 
�  Engine:  14hp Vanguard engine provides reserve 

horse power combined with a smooth running Twin 
Cylinder design and pressure lubrication and oil 
filter. 

�  Engine Fuel:  Unleaded Gasoline, 4 Gallons for 
extended run time – tank is mounted on frame for 
convenience and safety when refueling. 

�  Pump Protection:  Thermal Relief valve protects 
pump from heat damage. 

 
Options…  
Extension Hoses, Hose Reel (AR222), Wand Extension, 
Chemical Injection, Wet Sandblaster, Wheel Kit (AHS10 
or AHS08), Trailer 
 
Note: CP series pressure washers mounted on a trailer 
with electric brakes must include brake-away power 
supply kit (PN # ATC66)    

Shown with optional wheel kit 
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