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HOT 

HOT/COLD/STEAM PRESSURE STEAMER: DIESEL FIRED, ELEC TRIC POWERED  
The HD Pro Line® Series  offers rugged, dependable, affordable service. It features a heavy-duty stainless steel frame 
with pneumatic wheel kits standard, handles, panels and coil protection – offering lifetime corrosion resistance. Panel 
mounted temperature control offers the benefits of high pressure cleaning with water temperature from cold through full 
Steam Settings. Panel mounted controls allow the operator to vary the mixture of soap, or other additives, which can be 
delivered at full pressure – for optimal cleaning effectiveness. High efficiency single and dual pass coils and large 
capacity diesel fuel tank offer up to 8 hours of operation between refueling.  Ideal for farm and agricultural applications, 
auto repair shops, and wherever sanitizing and degreasing are needed. 

TECHNICAL DATA HD10003E1H HD20004E2H HD25004E2H** H D30004E2H 
PRESSURE  1000 2000 2500 3000 
FLOW CAPACITY  2.8 3.5 3.6 3.3 

OUTLET TEMP Adj. to 250°F 
(120°F Rise) 

Adj. to 250°F (110°F Rise) Adj. to 250°F 
(120°F Rise) 

ELECTRIC MOTOR 2.0 HP 5.0 HP 6.5 HP 6.5 HP 
POWER CORD 35’ cord with Ground Fault Circuit Interrupter for additional safety 
VOLTS / AMPERES 115V 1ph 19a 208/230V 1ph 24a 230V 1ph 27a 230V 1ph 27a 
PUMP AR Belt Driven Triplex Ceramic Plunger w/ Oil Bath Crankcase 
PRESSURE UNLOADER Adjustable Pressure Unloader, Safety Relief Valve, Burst Disc, By-Pass-Cool System 
WATER SUPPLY 4 Gal Float Tank, Double Inlet Filtration, Back Flow Prevention 
POWER TRANSMISSION V-Belt Drive, Low RPM – Cooler, Quieter, Continuous Duty Performance 
PRESSURE HOSE 3/8” x 50’ Steel Wire Braid Hose, 3000 PSI, 250°F Rated 
GUN / WAND Insulated Shut Off Gun / 36” Wand w/ Nozzle Quick Connector 
CHEMICAL INJECTION Inlet Chemical Injection, Precision Chemical Metering Valve, Injects Soap At Full Pressure 
NOZZLE #5.5(0°,15°) #4(25°) #4.5 (0°, 15°) #3.5 (25°) #3.5(0°,15°) #2.5(25°) 
BURNER COIL ½” Sch 80 Coil, Stainless Steel Coil Enclosure, Dual Pass, High Efficiency 
BURNER Beckett Oil Fired, Automatic Ignition, Forced Draft, Fuel Filter w/ Water Separator 
BURNER FUEL Diesel Fuel #1or #2, Kerosene, or Fuel Oil, 7.5g Capacity Up To 8 Hours Run Time 
NET WEIGHT / DIMS 262# 47x29x36 289# 47x29x36 320# 47x29x36 
**Also available with CAT pump (Model# HD25004E2C) 
*Specifications subject to change without notification and may vary due to ambient conditions. 
 
Featuring : 
�  All Stainless Steel Construction : Stainless Steel Tubing Frame, 

Stainless Steel Front & Rear Panel & Coil Enclosure provide 
lifetime corrosion resistance 

�  High Efficiency Heater - Unique Dual Pass coil, with double wall 
stainless steel insulation, captures heat on both sides of the 
Schedule 80 pipe to burn less diesel. 

�  Flexible, Effective Cleaning : Adjustable Temperature with Steam 
setting and Soap Injection at full pressure delivers more cleaning 
power over a wide range of applications. 

�  By-Pass-Cool System : Prevents pump overheating when left 
running unattended. 

�  Compact and Portable – Wheels included. Easily moved to 
wherever you need to clean 

 
Options … 
Stainless Steel Hose Reel (AR008) 

Belt Drive  
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TECHNICAL DATA HD15002E1M 
HD15002E1C (ITS) 

HD22004E2M 
HD22004E2C (ITS) 

HD30004E2M 

PRESSURE  1500 2200 2900 
FLOW CAPACITY  2.0 3.5 3.5 
OUTLET TEMP Adj. to 200°F 

ELECTRIC MOTOR 
2.0 HP  

(M) Manual On/Off  
(C) Instant Trigger Start 

5.0 HP 
(M) Manual On/Off  

(C) Instant Trigger Start 

6.5 HP 
(M) Manual On/Off  

POWER CORD 35’ cord with Ground Fault Circuit Interrupter for additional safety 
VOLTS / AMPERES 115V 1ph 20amp 208/230V 1ph 24a 230V 1ph 27a 
PUMP CAT Direct Drive 

PRESSURE UNLOADER Adjustable Pressure Unloader, Safety Relief Valve, Burst Disc 

WATER SUPPLY Pressure Fed  
POWER TRANSMISSION Direct Drive 
PRESSURE HOSE 3/8” x 50’ Steel Wire Braid Hose, 3000 PSI, 250°F Rated 
GUN / WAND Insulated Shut Off Gun / 36” Wand w/ Nozzle Quick Connector 
CHEMICAL INJECTION Down Stream Chemical Injection, Precision Chemical Metering Valve 
NOZZLE #3.0 (0°,15°) #65(40°) #4.5 (0°, 15°) #3.5 (25°) #3.5(0°,15°) 

BURNER COIL ½” Sch 80 Coil, Stainless Steel Coil Enclosure, Dual Pass, High Efficiency  
(HD15002E1M Single Pass Coil) 

BURNER Beckett Oil Fired, Automatic Ignition, Forced Draft, Inline Fuel Filter 
BURNER FUEL Diesel Fuel #1or #2, Kerosene, or Fuel Oil, 7.5g Capacity Up To 8 Hours Run Time 
NET WEIGHT / DIMS 249# 47x29x36 287# 47x29x36 289# 47x29x36 
*Specifications subject to change without notification and may vary due to ambient conditions. 

 
 
Featuring:
�  All Stainless Steel Construction : Stainless Steel Tubing 

Frame, Stainless Steel Front Panel & Coil Enclosure provide 
lifetime corrosion resistance and open rear access for easy 
maintenance. 

�  High Efficiency Heater - Unique Dual Pass coil, with double 
wall stainless steel insulation, captures heat on both sides of 
the Schedule 80 pipe to burn less fuel. (HD15002E1M has 
single pass coil) 

�  Compact and Portable – Wheels included. Easily moved to 
wherever you need to clean. 

 
Options … 
Stainless Steel Hose Reel (AR008) 
 
 
 

TO: ______________________________________ 

COMMENTS: ______________________________ 

YOUR PRICE:  _____________________________ 
DISTRIBUTED BY:  

Direct Drive  


